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7.3 TF Card

To store your photos and videos, insert the TF card (not included) into the
slot as shown above before turning on the drone. The drone supports TF
card up to 128 GBE.

There is a buckle on the antenna, please follow the steps shown above to
open the antenna.
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7.5 Phone Holder

[. Pull out the mobile phone holder

]

upwards completely (Pic. 3).

2. Tilt the holder 30 degrees towards
you and then you will hear a click
sound (Pic. 4).

3. Rotate and fix the support board in

place (Pic. 5).

= o /=
4. Adjust the mobile phone holder i R
upward or downward according to
the size of your mobile phone(Pic. 6). = B B =

Pic. 6
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7.6 Transmitter Battery
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Step 1 Unfold the hand sticks and open the battery cover.

D
)

Step Z: Install 2*AA batteries into the battery compartment according to the
given polarity.
Step 3: Close the battery compartment .

A

* Insert batteries with correct polarity.
- Do not mix old and new batteries.
* Exhausted batteries are to be removed from the transmitter.
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8.0 CHARGING

USB Adapter
@ (5V/2.0A)

(I Charging Indicator Light @ Power Bank

(> Power Indicator Light

(i1 Charging Indicator Light @)

@ Connect the Battery, Charger Hub and USB Charging Cable.

@ Connect the USB Charging Cable with Power Bank or a USB Adapter
(5V/ 2.0A | for charging.

3 When the battery is charging, the corresponding charging indicator of
the battery is flashing green quickly, and the power indicator light is red.

@ When the battery is full charged, both the green and red lights will turn solid,
(® The charging time of a single battery is about 5 hours.

A

- Before charging, please check the contents of the “ Use of Battery”
section of the “ Safety Guidelines” carefully!

- This product is only equipped with a single battery, you can choose to
buy another battery to experience a longer flight.

- When the two batteries are being charged, the indicator light of the
battery being charged flashes green quickly, while the indicator light of the
battery waiting for charging flashes green slowly.
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9.0 OPERATION GUIDE
9.1 Download APP

Android APP on Google play

Scan the QR code, corresponding to either App Store™ or Google Play™
Store and download the Ophelia GO app for free.

9.2 Connect to Wi-Fi

HolyStoneEIS-****** =

Connect your smart phone to the Wi-Fi network created by the drone.
Check the drone’s status in the Ophelia GO app.

@ Your smartphone will launch a search of the available Wi-Fi networks:
@ Select the Wi-Fi network: HolyStoneEIS-******

3 Wait for several seconds until your smartphone connect to the \Wi-Fi network
of the drone.

This connection is generally represented by the Wi-Fi logo appearing on
your smartphone’s screen.

@ Launch the Ophelia GO application.

> The connection between your smartphone and the drone will be
established automatically.
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All of the operations shown

in this manual are demonstrated using
MODE 2.

9.3 Pairing

@ Simultaneously hold the “ g “ button and slide the power switch to the

right to power on the transmitter. It will beep 2 times and the signal icon
%" will keep flashing.

@ Short press the Power Switch to turn on the drone, and place it on a level
surface with the head forward.

3 Once the transmitter sends out a long beep sound and the signal icon

“ £ 12 " Is shown on the LCD screen, it means that the drone has been
successfully paired with the transmitter.
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9.4 Initialization Detection
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Non-first use

Place the drone on the level surface and it will enter the Initialization
Detection. The red, green and yellow lights of the drone will alternate
flickering for about / seconds to complete the initial detection. When the
transmitter sends out “Di DI”, the drone can be divided into two states:

- First use: the indicator lights turn yellow and flash alternately.

- Non-first use: the indicator lights change to the front red lights and the
rear yellow (green) lights.

9.5 Calibrating the Compass

Step 1: As shown in the figure above, push both of the joysticks down to the
pottom right at the same time to enter the compass calibration.
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